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LANDING CHECK

CLIMB CHECK

DESCENT CHECK

APPROACH CHECK

CRUISE CHECK

At or above 300 ft/AAL
« CLEAR OF OBSTACLES, 
SPEED ABOVE 65, FLAPS UP,
Max Cont. Power SET »
Climb with VY 68 KIAS
Trim

« AIRSPEED RISING,
T/O  PWR SET,
PWR MIN 5000 RPM»

Vrotate 55 KIAS, «ROTATE» Climb with VX 63 KIAS 

On Downwind, latest abeam Threshold
« SPEED BELOW 105, FLAPS  T/O»
Speed 80 KIAS, adjust PWR to maintain speed,
Trim

« APPROCHING GLIDE»
Reduce PWR to 3500 RPM
« SPEED BELOW 95, FLAPS APP, START DESCENT »
Speed 75 KIAS, adjust attitude to maintain speed,
Trim

CHECKS AND PROCEDURES S201 Locarno

For taxi: « TAXI AREA CLEAR, TAXI LIGHT ON,
POWER SET, PARKING BRAKE RELEASED »
When aircraft stopped: « PARKING BRAKE SET,
POWER SET, TAXI LIGHT OFF »

On the circuit, at key positions,
check for inbound traffic

During the circuit, don’t forget to look at the runway !
This will help you to determine your position and glide.
Gather information about wind, signals, RWY in use, etc.

In case of missed approach:
« GO AROUND »
Set T/O PWR,
«SPEED ABOVE 55, FLAPS T/O»
Climb with VX 63 KIAS

For circuits:
Level off at circuit altitude
Reduce power approx 4700 RPM
Speed 85 KIAS, adjust PWR to maintain speed,
Trim

PREFLIGHT CHECK 
CHECK BEFORE ENGINE START
ENGINE START
CHECK AFTER ENGINE START
After taxi back:
ENGINE SHUT DOWN AND PARKING

AFTER LANDING CHECK 
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TAXI CHECK
RUN UPCHECK BEFORE DEPARTURE

LINE UP CHECK

On Rwy: 
«RWY AND HDG COMPARED, 
WIND…, Visual Reference Point»

Set Cruise PWR 
5000 RPM

« SPEED BELOW 85, FLAPS LDG»
Adjust power to maintain speed

Wind correction on Final: for Wind >= 10 Kts, add 1/3 of headwind
component or full wind gust spread, wichever is higher, to Vfinal

«ABOVE/ON/BELOW GLIDE »
Adjust attitude to maintain glide, 
Adjust PWR to maintain 75 KIAS

Approaching the circuit:
Speed 85 KIAS, adjust PWR to maintain speed,
Trim

Before Line up:
« RWY … IDENTIFIED »

«ON BRAKES, MAX CONT PWR SET,
PWR MIN 4700 RPM,
BRAKES RELEASED AND FREE »

Earliest on Final:
Vfinal 60 KIAS  + Wind correction

If adequat and earliest
above 2000 ft/AGL
Climb with Vcc 75 KIAS

Touch and go procedure: 
« TOUCH AND GO»,
« FLAPS T/O», set Flaps T/O,
« T/O PWR », set T/O PWR, 
Rotate at 55 KIAS,
Climb with VX 63 KIAS
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